Thermoplastic Granular Filter

Economical low maintenance filtration

Thermoplastic granular filters operate on the
basis of “depth filtration”; dirt is driven through
the sand bed and trapped in minute spaces
between the particles of sand. Cleansing

the filter simply requires turning the filter’s
Multiport lever from the “filter” position to the
“backwash” position, which reverses the flow
of water in the filter, flushing the filter bed.
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Thermoplastic Granular Filter

Thermoplastic Construction

Incorporating the lastest advances in thermoplastic
technology, Waterco Thermoplastic Granular Filters
feature a polymer mix that’s abrasion-proof for long
lasting performance and durable protection against
sand and water.

MULTIPORT VALVE

Easy Maintenance
Cleansing the filter simply requires turning the Multiport
lever from the ‘filter’ position to the ‘backwash’ position.

Clear sightglass for

backwash inspection Multiport valve with quick

connect barrel unions

Non-corrosive
design

Attractive smooth finish
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Hydraulically balanced

Special polymer laterals to maximise

construction water flow and filtration i

Model
No.

Filter
Area

Media
Volume

Bed Max. X

Pool v

Backwash Sand VEVE

flowrate

Inner Valve
Dia. Size

16/30 Depth Flow*

Y vy

(mm) (mm) (sq.m?) (litres) (Ipm) (kg) (mm) (Ipm) Size o= c ‘
(litres)
T400 | 400 | 40 0.13 27 94 40 160 | 101 | 36,200 Model A B C D E F G H V K
T400 | 775|460 | 280 | 180 | 530 | 642 | 584 | 34 | 481 | 89
T450 | 450 40 0.16 51 119 70 250 127_| 45.800 T450 | 840 | 504 | 280 | 180 | 595 | 707 | 649 | 30 | 530 | 112
T500 | 500 | 40 | 0.20 62 147 90 | 250 | 157 | 56,500 T500 | 810 | 550 | 360 | 180 | 565 | 677 | 619 | 42 | 495 | 108
T600 | 600 40 0.28 82 212 120 | 250 | 226 | 81,400 T600 | 847 | 650 | 450 | 180 | 602 | 714 | 656 | 70 | 539 | 115
*Residential pools
Warranty

Waterco is proud to show its ultimate confidence in its range of Thermoplastic Filters by offering a

10-year* (5+5) tank warranty and 1 year warranty on all other components.
* Commercial applications attract a 5-year (1+4) tank warranty
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Tel: +61 2 6280 6476

OFFICES - OVERSEAS
Waterco (Europe) Limited
Radfield, Kent, UK

Tel: +44 (0) 1795 521 733
Waterco (USA) Inc

Phoenix, Arizona, USA

Tel: +1 623 434 4703
Waterco USA (Baker Hydro)
Augusta, USA

Tel: +1 706 793 7291
Waterco Canada

Quebec, Canada

Tel: +1 450 796 4333

Waterco (NZ) Limited
Auckland, New Zealand
Tel: +64 9 525 7570
Waterco (GZ) Limited
Guangzhou, China

Tel: +86 20 3222 2180
Waterco (Far East) Sdn Bhd
Selangor, Malaysia

Tel: +60 3 6145 6000

PT Waterco Indonesia
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In the interest of providing better quality and value we are constantly improving and updating our products. Consequently, pictures and information on our brochures may sometimes vary slightly from models available.






